DUKANE’ 


rela) Sound Technology 


Speaker Baffles 


6A328, 6A338, 6A342B, 6A530B, 


6A603, 6A625A, 6A630, 6A633, 
6A634, 6A635, 6A636, 6A650 
and 6L100 


Overview 

Dans Speaker Batas and Bathe Assemblies are idealy suited 
for use in classrooms, 8895, storas, restaurants, and other 
commercial ant ecucatonal sabien. Fush mount madels 
avalanse with white or brushed aluminum irish. 


Standard Features 
84328 Square Speake Bate 
ial maunt or Calley mount 
Sturt Stee! 
Fiche dec pages 
No speaker screws viable 
an Flush Speaker Bafle 
‘Molded of righ impact styrene 
No speaker screws vite 
Wil nt chip or mar 
Cling or wal mounting 
A348, 5525, Flush Speaker Bato 
+ Steal construction 
= Simple ines that blend with modem intæriors 
Epoxy ish wil not chip or mar Rang 
* No speaker screws valse BAB2SA) 


Fush Speaker Baffes 64428 


68633, 5634, 8630. 68635, 64636 Speaker Baffle Assembly 
= Sposker matching transformer for ahr 25 Vo or TO ine 
Reduced rstalaton te and cost through pre-assemtly 

+ High mpact styrene bafle 1৯০৪0, BARS, BABI) 

+ Youre cont (38636 - recessed; 6896 - eased 


64650 Speaker Bate Assembly 

+ 25 ard TO Van ine operation 

Brushed aonn or write sed speaker bat 

ত Low mounting role 

= Addons! Whizzer cone for extended frequency response 

ann. 58603 Sound Masking Speaker Assembly 
Excelent low frequency response and retecton patterns 

Fame retardant cones 

parea rectangular sound patim 

Dua votage আভা wih variatie power tapa 
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Description 


608, ৪4338 A3428, 625, Flush Speaker Bafles 
These modets ara ideal suited Where fush speakers ara required 
In classrooms, Ibies, stores. restaurants, and other commercial 
এআ seabear 


68533, 58634 and 68530 Speaker Batle Assemblies 
These units const of a Model 5606 usspesker vith 25 Volt or 
TVk Speaker Une transformar. These assamislas we especialy 
wal sted for use in the classroom, smal meeting rooms ard 
‘ner areas. Mounting hardware is furnished. ancl preaseormby 
reduces trme and enpense, 


650 Speaker Bafe Assembly 
The Duane Modei 54669 is a high ality speaker, Versier 
and speaker batle assem The budspeakr has an ational 
speaker cone for extended high quency response. The speaker 
Bae, constructed of stas, has spe, aoa Ires that bend wel 
vith al modem ee The assembly includes a cual voltage 70- 
and 25 ot matching transformar Tha transformar has tapa Of 1/2, 
1.2, and 4 wats at 70 vats. and 1/2. 1. and 2 vestis at 25 ots. 
00999 990,000 proves for use in many aaas 


68৪3৪, ৪৯636 Speaker Bafle Assembly With Volume Control 
Tra Duane Model BAIS and 68636 Spar Bole Assembles 
wih Volume Control each provide compete speaker bafle a5- 
Saby vith a zal contanec cori for eval speaker velure 
আতা? This assem th a speaker providing a tow level, 
vide taquency vange, eal for music and/or paging systems 
în oficas or other applications where individual vase volume 
levels are required Model 6835 ihe volume contral = 9৮৮০, 
ee Ee to discourage unauthorized achustment. 
Mods GAG, the volume control exposed for convenient 
ausiment. A complete speaker baie b moans he as- 
Seri includes a ransormer compatte wih ether 25V or TOV 
Speaker ines. The baffe nih val accept any good atx paint to 


match the mounting surtace where required. The preassemly of 
speaker, bate, and transformer reduces installation time ae cost 


ens Sound Masking Speaker 
Tre Duane Men 68903 Sound Masking Spesker ৩৩০5 
তি sound masking applcatens rn shalow depth or mied 
Henum areas. Dua Sen (12.7 রা) speakers are 
mounted on a coed aru bale desired o mams OW 
frequency response tom a mrimum hage retalaton mansion. 
Ute mest contemporary asserties, fhe AEOS is not hampered 
by "hot spats" cect below the spele units, since ts GE 
den amps the batem surface of the batte as a highly skete 
পা 
the plenum area height i96 inches (91.4 ory or ees, I Pe plenum 
area roe his raigh, Dukare Sound Marg Spasker Assem- 
By Model 55308 shold be used 


5308 Sound Masking Speaker 
Tre Dukane Model 65303 Background Sound Masking Speaker 
Assembly ৪ specialy designed and bul for background sound 
masking systems. Tao aight inch (20.3 om fame retardant spaak 
‘ars are mounted In an OE cube font prismshaped enclosure 
whichis constructed of 20 gauge see. The 25 707 vol Input 
18 fed 10 an impedance matching transfer. 


The আজো configuration of re speakers and prism shape of 
the encore provide rte mos জি angur depron ot 
the maskng seuna. Ths unit i designed for high enum areas Fr 
excess of 6 nches (91 the perm hight 36 inches (91 m) 
‘ross Duke Sound Mashing Speaker Assy Modes GABOS 
rou be used. Duane Model GAS is covered by US, Patent 
Number 3,985,987, “Sound Masking System for Open Pan Cia. 
Weng of he ass can be ated før out-of phase operation fo 
provide an rea of reduced sound pressure croc below the rt 
In fis made of operatien, the sound pressu lavet on thor wil 
be at east 15 CE down fom the oradi pressure, See chart that 
a 


দা 
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Engineers’ Specification 
Flush Speaker Barles 

64338 

“The Push (wal celing) Speaker Batle 
shal be Daan Model উস 
proved equal The batte shat measure 
12.58 09৮৮ 

102.1 enn diameter, and the circular de 
Sn shal maton he জাজ, mett ই 
Shall চৈ sold arite, molec. ig Impact 
‘Sane, highly resistant 10 scratches and mara. The উল 
shali accept any good latex paint to match the mounting surface 
where required. I shal mount an 8-nch 20.3 em তদ 
wan sonesaed screws and provide = 80 percent opening forthe 
Sound, Four holes n The balte shal alow mounting on an Diane 
Bons The batle weight shall be 7.5 ounces 210. 


sasen 
“Tha Fush Speaker Batle shall be Du- 

Jana Modal 643428 or approved equal 

The bate shal b 12-778 nenes (27 

em in dlameter, and the crear design 

ভজ maten tne sunouncing meel H shall 

be constructa of 22 gauge calle 

eel embossed with “Duane.” and = 

‘shed in solei Te surface shall be 

‘ated with a baked an powered apoy 

that is highy resistant to scratches and other surface blemishes. t 
shali be precnled 10 accept an B neh (20.3 om] Kaesar and 
mount on an Dukane Backer. The bafle weight shal not exceed 
20 ounces (58g 


me 
“Tha Push Speaker Bate shal be 0 
Madal 58258 or approved equal The 
bat sral be 12-24 inches (22.4 em 
diameter, ও desig shal 
mach the surounding matt h shal be 
oni af 22 gauge, cleo 
eol embossed with "Duere," and 
snel vith a baked on white powered 
epog; shal mount on an inch (20.3 
2 wth conceded screws and provide a 60 percent 
opening fer the sound. Four holes shal! alow mounting on an Du 
kane Baa Tha bafta wight shall be 13 ounces (364 gl 


aa 
“The twat, cling) Fush Speaker Batle 
shal be Diane Model 64322 or ap- 
proved equal The batle shal be ca 
Struct of steel anc rire in fat ite 
paint, The inch (20.3 om) loudspeaker 
ale mount on a separate teel 
Plata to conceal fre mounting sre 
“Th speaker mounting plate and tne bate 
shali be pred to mount an an Dane 
Baca. The baffe shal be 12-12 inches 31.8 cm) square, 3/16 
ben (05 om] deop and weigh nat more han 2-1/4 pounds [1 kgl- 


Speaker Battle Assembles 
pri 

“The speaker batle assembly shal be 

‘kane Mode! 64660 and shal be 

fund snd rata as nested on 

the plans. The raze shall be an |. 

উর 202 cm) saamiees cone ps, ২ 

wth an atonal cone mounted inthe 

apex of he arge cone to extend tha Woh frequency response. 
The frequency range shal be rom 30152003052 The narmal 
wattage sing shal be 15 vats wih a program power rating of 
25 wats. The veica cal shall be 1 inch 2.5 om) in diameter with 
an Berm impedanca: The ceramic magnet shal weigh at least 10 
ounces (289 g). The aval sensitivity shat be 0508. The assay 
‘hal ncuge = speaker bane constructed of cold-raledi staal wh 
whe apoy finish, and embossed with "Duane The assembly 
Sha also include a universal matching Vea suitatie for use 
on 828 vs wih tans at 1/2, 1, and 2 wats or a TOvek ine 
win tape at 1/2, 1, 2, and 4 watis, The clametat of Pe assem 
shal be 12-7/8 inches 327 cm) and hal not exceed 3 inches 
(75 orin depth The nat weight of the assembly shal not eed 
2 pounds, 12 ounces [1-2 kgh- 


9৩৩০ 
The speaker fle assembly shal be Ou 

kare Model 64630. (nsert Model 58906 

Ergreers' Specileatens here) The 

bafle shal ae 12-8/8 RT em) ni 

ameter, 1/2 ch (1.3 cm) deep, and the 

লিল design shali match the surround- 

ing mot. shal be ride of solid white, 

hin mae tyrana, | resistant to 

আজ The ba ish ral 

‘accent any good n paint fo match the mounting surface where 
vogue k shal mount the B-inch 003 crr) loudspeaker wth 
‘once! screws and provide = BD percent opening far sound. 
Four hales n the bafle shal alow t to be mounted on an Duane 
backs The assembly shal have a nat weight of 2 pounds, 

11 ounces (1.2 ah 


54633 Square Speaker Bafe Assembly 
“The speaker bafia assem shal be Duane Model 64639, Insert 
Mood SAGOS Engneers' Spactitions here) The bafle shal 
12-12 inches 08 om) square, 3/16 inch (0.5 cm) deep, t shal 
be constructed of see fished in ft wht part. The finch 
(20.3 em) 22 shali be mounted on a separate steel late 
10 conceal the mounting screws, Four holas h the baffe shal a 
low ta be mounted on ari Diane backo The assem shall 
have anat weigh of 4 pounds. 8 ounces (2 ko. 


Bast Speaker Bathe Assembly 
The spesker bai assembly shal be Dukane Model BAGS (ner 
Moda 58806 Engneers' Specifications here] The baila shal be 
12-78 inches (127 om) in diameter, BE nch (1 om) deep, and 
the ciradar design shal maton the surrounding moti 8 sall be, 
constructed of 22 gauge. OO sto, coated with a baked 
on whe powered spor that 5 ha resistant to scratches and 
mers Four holes inthe tas shall alow Flo be mounted on 
00০৪ backbox. The assembly shal have a net weigh 3 
Pounds, B ounces T nra 
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eiz and BASAG Speaker Bathe Assembly With Volume Gorrel 
Tra Speaker Batts Assembly wth Volume Control shal be Dune 
Mods! GARGS or SABIE The GAGE assem shall be equipped 
wih a cessed volume conve acustable win a smal seram- 
‘diver tough a hele n the ba. The BAGS asse shal be 
আক wih a valme control agustabi by a whe knee onthe 
Cent font of tre batie, 


Tana shal be an sch 20.3 on), gh chm, seam- 
loss cone type. The cara magnet shal weigh at east AB ounces 
(বা লা response sal be 90 t018 ODE. The awal 
senstty shal be 918 at 3.3 fot (1 me- = 
পারার তা 

rating shat be ৪ wats with a program 

rating of 12 wants. 


The voce col dlameter shal be 3/4 inch 
(18 em) The depth shal be 2-3/4 inches 

(em Aledaral pats ১৪ 9 7 y 
mm plated. The loudspeaker shal be = 
equiped wih a universal matching transformer suitable for use 
era 2593 output ine wih taps at 1/2, 1, or 2 watis or a TO vak 
পে 


Tre bale shall be 12-5/8 inches (32.1 cm) in diameter, 1/2 inch 
(13 cm) doep. and the circular design shal match Ihe surround- 
Ing met shal be mølded of sold white, high impact styrene, 


high resistant to scratches and mars. The bafta ish shall 
accept any good latex pant to match ihe mount surface 
where required. | shall mount ha Binch (20.3 om) loudspeaker 
vith concealed screws, and provide a 60 percent opening for 
the sound, Four les he batle shall low the assem io be 
mounted on an Duane Bakoe The assembly al weigh 

2 pounds. 12:5 ounces (1.3 kg. 


Special Purpose Battles 
700 

Tre Corridor Batte shal be Duane 
Mode 61100 or an approved eau The 
bate shal be conse of endorse 
amram wih a brushed satin irish, and 
ft shal be designed to project sound hom ২ 
an Bench (203 em) loudspeaker tom, = 

at ses ofthe Bale wiren mounted on 

sara or side wal. The bafle shali mount on a standard 4-nch 
(102 cm) by 4-8 (10.2 cm) outst box and shal not prude 
more ban 12-1/ inches (31.1 cm) forthe mounting ৩০1 
Tre unit shal 21038 inches (27. cm) ওল and 

এর inchen (12.1 om deep, and shall weigh no mare Fan 

2 pounds 2009) 
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Dimensions: Flush Speaker Bates 
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‘Sound Masking Speakers 


85308 Background Sound Masking Speaker Assembly 
The Background Saund Masking Spakar Asser shal be 
Diane Model 65308, or 

an approved equal, furished 

and metale as indicated 

nthe piara. The speskere 

‘hat be agri inch (20.3 cm) 

‘ame retardant, seamless 

core type. mounted ona 

Bidirectional configuration for 

r angula disperser 

Sne sound Tre wrna of 

‘he speaker shat be capable 

of prong in-phase or out- 

(ot phase mode of operation. The 25 or 707 vot input shal be fed 
16 a matoning vanslormer with selectable output of 1/2, 12904 
‘wats The unit shal have a miner zene 


0196 dB when measured at 1/3 octave readings between 200 
and 4000 He at maer The speaker assembly al be 13 inches 
(8.16 cm) wide, 1114 Inches (4.86 cm) high, 16 ees (7-54 cr 
erg and shal be pram shaped. The speaker assembly shal be 
corstucie om 20 gauge steel andi be frihed in fat ack. The 
eight shal be 15 pounds (6.7 9 


Sensitivity 
ased on 1 watt per 1 mat 1/2 watt per speaker) 


Suggested Speaker Layout 


“his tagram depicts 


\ an approcmation of the 

ë pron og 

[ EE 
HA 
Bee The ah 

| ‘a war mar 
Er 

L i 


co ihe coverage areas 
rience and shy 
overlap. Exact place 
ment shoul be deter 
mined using the Speaker 
Layout Gude, Form No. 
10007-1- 78. The dimer 
Bers ABL and Wand 
an approamate coverage 
area in smar teet ore 

Al derved frorn fouls 
wien are a part of ns 
form 
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৪9603 Sound Masking Speaker Assembly Horizontal Coverage Pattern 
“Tha Sound Masking Speaker Assembly shal be Dukane Modal 

BABOS. The assembly aral 

const of dual eh (127 

r) seamless cone, hah 

heee speakers. The 

speakers are mounted na 

শাপ 

en faded amin ae 

fer aptum iow frequency 

ee onan 

নী mension. The assembly shal be wired for one 
‘common speaker matching transformar mounted on the bafle 
tte te speakers 

The transtormer shal be a dual voltage transforner to match, 

25- য় 703.988, ins and prove power taps of 1/2. 1. 
ama 2 watis for he 25-v0l ine, and ঠি 1, 8, and wats or he 
TO va In. The speaker assembly shal bø 12 inches (20.5 cm) 
wide by 25 inches (63.5 cm) lang by 6 inches (18.2 cm) high- The 
15023 aluminum batle shat be meshed In natural alm and 
shall weigh 4-1/2 pounds (2 kgl. The assor shal be capable of 
beng suspends vom chains an "S° hocks provided or rested on 
Plastic faam sips onthe botom of the batle. Any statator can 
be customizado any configurat to carter to local requirements, 


Sensitivity 
Z on watt part mat 1/2 wat per speaker 
m 1 
TELE Na br 
BEE to Gug Best Unobstucted Pattern 
৪ | Best unobstructed pattem configuration soba vith batles at 
= SER, Unie 30" ange to sidewas and staggered as shown in above 
(হি y জালত wl poses coma of apo 
- Fe] Tei Te [a] | matey 200 square teet 
7 = ভা দত 
EHEER SSE SY 


Single Transformer Mounted on Battie 
Installation Configuration 


G 


১ 
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Specifications 


AO) Sound Masking Speaker Assembly 
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9৩০ Background Sound Mashing Speaker Assembly 
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‘Speaker Bate wes (aes, 64896 ith volume control) 
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